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NorthStar Outdoor Lighting
Configuration Worksheet
Site Controller
Select the appropriate site controller and quantity. Each site controller can support up to 500 fixture controllers with a maximum of 1,000  per site.
QTY
Mounting/Enclosure
Where and how will the site controller be mounted? Will it require an outdoor rated enclosure? NorthStar enclosures include an IP65 rated enclosure with antennas and power supply.
Will the site require multiple controllers configured with in a primary master controller? 
External/Remote Antenna
If not using a NorthStar enclosure, does the installation require an external antenna? Assure antenna orientation is vertical.
Antenna Coax Extension
If utilizing a remote mounted antenna, does the installation require an antenna extension?
NorthStar Site Controller Enclosure
The enclosure does not include the site controller
.\Site Controller (dim dwg).JPG
NorthStar Outdoor Lighting
Configuration Worksheet
Fixture Controller
Fixture Modules
QTY
External Antenna
Does the fixture installation require an external antenna? Assure that antenna orientation is vertical
Antenna Extension Cables
Does the fixture installation require an extension cable for an external antenna?
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NorthStar Outdoor Lighting
Configuration Worksheet
.\Fixture Mount.JPG
Photocell / Motion Detection
Photocell
QTY
Motion Detection
PCOUT - Photocell
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PCSKY - Photocell
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OSF20 - Motion Sensor
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PCOUT-SV - Photocell
A single photocell or motion detector may be used to control entire zones, so it is not necessary to have these devices on each fixture.  Use as many of these devices as necessary to adequately address the zone behavior requirements. Each device must be attached to a fixture controller module.
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Assure that antenna orientation is vertical.  SNAP radio propagation pattern is directional
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NorthStar Outdoor Lighting
Configuration Worksheet
Zone & Behavior Requirements
Name and select the behavior for each zone required in the NorthStar system.
Zone Name
Zone Behavior
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NorthStar Outdoor Lighting
Configuration Worksheet
Site Layout Diagram
Attach a site map, drawing, or sketch of the system layout. Google Maps can provide easy access to download outdoor site maps. Identify the location of the site controller and each fixture control module. If possible, identify fixture models/types. Show any potential RF obstructions which might block the SNAP radio signals between units. 
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